
 
STRUCTURE 
— Reinforced concrete structure with reticular forgings.  
FACADES 
- Brick cavity wall with an external cement mortar coating and intenal Insulation and 
lining. 
- Painting in combined tones on rough plaster.  
ROOFS 
- Waterproofed with asphalt layer and weathered Arabian tales.  
- Earthenware floors on terraces. 
FLOORS AND TILING 
- Stairs, entranceways and access areas In blanco nevada domestic marble with skirting 
boards in the same material. 
- Interior floors in living rooms, bedrooms and corridors In white Ibiza de Gramco 
marbie, 60x3Ox2, placed in staggered arrangement in a longitudinal direction 
towards the entrance hall and placed using threading dies, with skirting boards 
of the same material. 
- Earthenware tale floors in kitchens, bathrooms terraces and courtyards. 
• In secondary bathrooms, one of the walls in orange, Inalco 11240 and the rest in matt 
white, Inalco 5580, arranged horizontally. Graphite colour Floor, Incaico Espal P81690, 
33x33. 
• In principal bathrooms, one of the walls In black, Inalco 11170 and the rest in matt 
white, Inalco 5580, arranged horizontally. Graphite colour floor, Espai P81690,33x33. 
• In toilets, all tiling in matt white, Inalco 5580, arranged horizontally, and floor in 
graphite, Inalco Espal P81690, 33x33. 
• In kitchens, earthenware floor, Inalco Avenue P-47760 PO, 45x45, with skirting 
boards of the same material. Granice worktop, 3 cm, straight outer edge with 1 mm 
chamfer. On ah l edges, crystal white. 
• Marble worktops, 15 cm skirting board. No crest and positioned at 0.85m (from floor 
level to top of the worktop or basin, when on the worktop). 
- In the auxiliary rooms of the communal areas and basement, mid-grain terrazzo or 
earthenware floors. 
- In garages, polished concrete floor and non-slip tiles on access ramp. 
WALL AND CEILING DETAILS 
- Living room and bedroom walls in plaster, with smooth plastic paint. 
- Bathrooms and kitchens with top-quality earthenware panels in certain zones, 
according to the design, and anti-damp paint in the rest. 
- Living room, bedroom and kitchen ceilings in plaster, with smooth satin-finish plastic 
paint. - 
- Continuous plaster or plasterboard panel ceiling in corridors, bathrooms and toilets. 
Hatch in toilet or secondary bathroom for accessing the air-conditioning machine. 
- Unlevelled rough plastering on walls and ceilings in communal areas, access points, 
lift shafts and basement. 
 
 



EXTERIOR JOINERY 
- Windows and doors In lacquered aluminium with motorised roll-up blinds in all rooms 
except bathrooms and kitchens, with "climalit" double-glazing or similar. 
- Aluminium joinery: METRA, NC-65 MIAMI DE MÓDULO 50 series, with perimeter 
cut frames and straight cut panels, and series NC501 DE MÓDULO 50 with 
perimeter cut In both the frame and the panel, in matt white, with no curves. - Main 
entrance doors in white lacquered aluminium profiles, for glazing. 
INTERIOR JOINERY 
- Access door lined in water-repellent DM wood, with white lacquer. 
- Interior doors in water-repellent DM wood, with white lacquer by Guillén, alveolar 
soul (45 mm). 2.03 m panels and 2.10 finishes, up to concealers. Handles and fittings in 
hollow stainless steel, and entrance door handles. 
- Wardrobe doors with panelling similar to the Interior doors, lined Inner walls, 
including drawer unit. 
PLUMBING AND BATHROOM FITTINGS 
- Interior hot and cold water Instailatlon. Hot water installation Is heat-resistant.  
- Production of hot water by individual gas heaters by Saunier Duval. 
ELECTRICITY 
- In accordance with current low-voltage electro-technical standards. 
- Mechanisms from the Niessen serles. TV and telephone sockets In living room and 
bedrooms. 
HVAC 
- Installation of autonomous air/air units, by Daikin 
- Installation of fibreglass conduits and lacquered aluminium inlet and outlet grilles. 
TELECOMMUNICATIONS 
In accordance with current standards. 
Pre-installation for SAT TV in living room. 
Installation of automatic electric video entryphone, which can be operated from each 
apartment. 
Telephone sockets in living room-dining room and bedrooms. 
LIFTS 
- Lift with capacity for 6 people and automatic manoeuvring, by Otis, with the 
following characteristics: single-piece marble floors, as in communal areas. Walls in 
grey with mirror on one side wall, since the front wall cannot be fitted with a mirror due 
to the two-sided entrance-exit system. 
INTERIOR DEVELOPMENT AND AMENITIES 
Development of areas between blocks, with walkways and paved and landscaped 
recreational areas. 
2 community swimming pools for adults. 2 community children's swimming pools. 
KITCHEN FURNITURE 
- Installation of kitchen funishings, with sink, oven, glass-ceramic hob and extractor 
fan. 
— Kitchen equipment: 
• Single-cavity Franke sink + stainless steel draining board and chrome mixer tap. 
• Glass-ceramic hob/oven duo, Balay 3DV-503 BT. 
• Decorative stainless steel extractor hood, Balay 3BT -732 B. 
• Granite panel under extractor hood. 
DOMOTICS  
Pre-installation conduits. 
 


